

 
 


Unpack the lamp shade and suspension set  


Parts List 


A: The beaded shade 


B: 1 x completed suspension set with lamp holder 


suspension rod ceiling canopy 


  ceiling mounting bracket  


  earth strap 


  wire connector block 


  cable  


1: Attach the silver mounting bracket to ceiling. Due to the pendant 


weight it is suggested that a wood support or suitable fixing board be 


placed inside the ceiling, if possible. 


For concrete ceilings mounting, RAW plugs should be inserted into 


drilled ceiling holes before mounting screws are inserted through the 


silver pendant mounting bracket. 


Pass cable wire through bracket and attach to household wiring 


Position canopy and rod assembly on ceiling and screw on to thread on 


ceiling bracket. 


The suspension cable should be positioned to hang in the center of the 


beaded shade  


To replace bulb, unscrew within beaded frame. Maintenance and Care 


• Never tamper with lamp holder or electrical parts 


• Allow bulb to cool before replacement. Use the suggested wattage and  


bulb type. 


 


It is recommended that a qualified electrician 


install this product. 
  


220 –240V AC 


8849  Beaded Shade Assembly And Safety Instructions  


E27 CFL BULB 


  


14 WATT MAX 


E27 BULB 


  


60 WATT MAX 


BULB WATTAGE FOR THIS LAMP  






